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Changing Router IP Address on 510v4 / 530

(Version 4.0 Firmware)


Manual configuration of private IP address - ST510v4.

(Release R4.0)

1. Setup the router with the standard 10.0.0.138 address.

2. Select Basic and expand > select Connect > Click ‘Disconnect’ to disconnect service connection.

[image: image11.png]& connectplay

limited




3. Go to Advanced and expand > select ‘Static Routing’
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IP Address- And Routing Tables

1P address table

> etho |163.254.131.252/16 Auto none
> etho | 1000138/ Extrs none
> loop |127.0.0.4/5 Auto none

1P route table

b 169.254.0.0/16 169.254.0.0/16 | 169.254.131.232 | etho
> 100005 10.0.0.0/3 10.0.0.138 etho

> 169.254.131.232/32 | any 169.254.131.232 | atho




a. Click new under the IP Address Tables and insert the IP address and mask. An example for 192.168.1.254 is below.

b. Click Apply.
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1P address table

> etho |169.254.131.232/16 Auto none
> etho | 1000138/ Extra none
> loop |127.0.0.4/5 Auto none

1P address properties:

Interface; eth) v
Addressimask: [192.168.1.254/24
Transiation:  [none v

I Obtain an 1P address sutomatically
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4. To change the DHCP Address Pool > click DHCP.
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a. Go to Server Leases and delete the entry. (To select an entry - click on the square next to the relevant line).
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5. While still in DHCP go to Address Pools.

a. Click New to create a new entry and enter required details. Example for 192.168.1.254 is given below.
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b. Click Apply.

c. Delete the old 10.0.0.138 entry by clicking on the square next to the line and clicking delete (as below).
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6. Browse to the new IP address (in this case - 192.168.1.254)

7. Go to Advanced – Static Routing

8. In the IP address Table - select and delete the 10.0.0.138/8 address.
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1P address table

> etho |192.166.1.254/24 Extra none
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9. Go to Basic – Connect. Reconnect the service.
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10. Save all.
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11. Disconnect and reconnect Local Area Connection or Restart PC.
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